Title 15 - Mississippi Department of Health
Part 20: Bureau of Public Water Supply
Subpart 72: Public Water Supply

CHAPTER 1. MISSISSIPPI PRIMARY DRINKING WATER REGULATION Subchapter

1. General Provisons:

Rule1.1.1.

L egal Authority. This regulation has been promulgated under the authority of
and pursuant to the Mississippi Safe Drinking Water Act of 1997 (Section 41-
26-1 through Section 41-26-101, Mississippi Code of 1972, Annotated).

SOURCE: Miss. Code Ann. §41-26-6

Rule1.1.2.
1.

2.

Definitions.
Department shall mean the Mississippi State Department of Health.

Director shall mean the Executive Officer of the Mississippi State Department
of Health or his authorized agent.

Municipality shall mean acity, town, village, or other public body created by
state law, or an Indian tribal organization authorized by law.

Federal Agency shall mean any department, agency, or instrumentality of the
United States.

Adminigrator shal mean the Adminigtrator of the U.S. Environmenta Protection
Agency or hisauthorized representative.

Federal Act shall mean the Safe Drinking Water Act of 1974, cited as Public
Law 93-523, or any subsequent revisions thereto.

Regulations shal mean primary drinking water regulations promulgated by the
adminigrator pursuant to thefederd act.

Backflow shall mean thereversal of normd flow direction where water flows
from the intended point of ddivery towards the public water supply.

Cross Connection shall mean any direct interconnection between a public water
system and a non-public water system or other source which may result in the
contamination of the drinking water provided by the public water system. This
definition includes any arrangement of piping where a potable water lineis
connected to non potable water; it may be a pipe-to-pipe connection where potable
and non potable water lines are directly connected or a pipe-to-water connection

1



10.

where the potable water outlet is submerged in non potable water. Ifthe potable and
non-potable source are separated by gate valves, check valves or devices other than
the appropriate backflow preventer as outlined by thisregulation, across
connection exists. By-pass arrangements, jumper connections, swivel or change
over assemblies, or other temporary or permanent assemblies through which, or
because of which, backflow may occur are considered to be cross connections.

Public water system means a system for the provision to the public of water for
Human consumption through pipes or, after August 5, 1998, other constructed
conveyances, if such system has at |east fifteen service connections or regularly
serves an average of at least twenty-five individuals daily at least 60 days out of
the year. Furthermore, two or more water systems that are adjacent, that are
owned or operated by the same supplier of water, that individually serve less than
15 service connections or less than 25 persons but in combination serve 15 or
more service connections or 25 or more persons, shall also be defined as a public
water system. Such term includes: Any collection, treatment, storage, and
distribution facilities under control of the operator of such system and used
primarily in connection with such system; and any collection or pretreatment
storage facilities not under such control which are used primarily in connection
with such system. Such term does not include any “ special irrigation district.”
Service connection, as used in the definition of public water system, does not
include a connection to a system that delivers water by a constructed conveyance
other than a pipeif:

a Thewater isused exclusively for purposes other than residentia uses
(congisting of drinking, bathing, cooking, or other Smilar uses);

b. The Director or Administrator determines that alternative water to achieve
the equivalent level of public health protection provided by the gpplicable
national primary drinking water regulation is provided for residential or
smilar usesfor drinking and cooking; or

C. The Director or Administrator determines that the water provided for
residential or similar uses for drinking, cooking, and bathing is centrally
treated or treated at the point of entry by the provider, a pass-through
entity, or the user to achieve the equivalent level of protection provided by
the applicable national primary drinking water regulation.

d. Specid irrigation district means an irrigation district in existence prior to
May 18, 1994, that provides primarily agricultural service through a piped
water system with only incidental residentia or smilar use where the
system or the residential or similar users of the system comply with the
exclusion provisionsin Section 1401(4)(B)(i)(I1) or (111) of the Federal
Safe Drinking Water Act.



11.

12.

13.

14.

15.

Professionally installed shall mean installed in aworkmanlike manner with
no apparent errorsin installation.

Significant deficiencies cause or have the potential to cause the introduction of
contamination into drinking water delivered to customers of a public water supply.
This could include defects in design, operation or maintenance of the source,
treatment or distribution systems.

Sanitary defect isadefect that could provide apathway for entry for microbial
contamination into the distribution system or that is indicative of afailure or
imminent failure in abarrier that isaready in place.

Assessment — Level 1isan evaluation to identify the possible presence of
sanitary defects, defectsin distribution system coliform monitoring practices,
and (when possible) the likely reason that the system triggered the assessment.
It is conducted by the system operator or owner. Minimum elements include
review and identification of atypical eventsthat could affect distributed water
quality or indicate that distributed water quality was impaired; changesin
distribution system maintenance and operation that could affect distributed
water quality (including water storage); source and treatment considerations
that bear on distributed water quality, where appropriate (e.g. whether a ground
water system is disinfected); existing water quality monitoring data; and
inadequacies in sample sites, sampling protocol, and sample processing. The
system must conduct the assessment consistent with any State directives that
tailor specific assessment elements with respect to the size and type of the
system and the size, type, and characteristics of the distribution system.

Assessment — Level 2 isan evaluation to identify the possible presence of
sanitary defects, defectsin distribution system coliform monitoring practices,
and (when possible) the likely reason that the system triggered the assessment.
A Level 2 assessment provides a more detailed examination of the system
(including the system’ s monitoring and operational practices) than does a
Level 1 assessment through the use of more comprehensive investigation and
review of available information, additional internal and external resources, and
other relevant practices. It is conducted by an individual approved by the State,
which may include the system operator. Minimum elementsinclude review
and identification of atypical events that could affect distributed water quality
or indicate that distributed water quality was impaired; changes in distribution
system maintenance and operation that could affect distributed water quality
(including water storage); source and treatment considerations that bear on
distributed water quality, where appropriate (e.g., whether a ground water
system is disinfected); existing water quality monitoring data; and
inadequacies in sample sites, sampling protocol, and sample processing. The
system must conduct the assessment consistent with any State directives that
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16.

17.

tailor specific assessment elements with respect to the size and type of the
system and the size, type, and characteristics of the distribution system. The
system must comply with any expedited actions or additional actions required
by the State in the case of an E. coli MCL violation.

Clean Compliance History shall mean that the public water supply has arecord
of no MCL violations under 141.63 or subpart Y and no coliform treatment
technique trigger exceedances, no monitoring violations under 40 CFR 141.21,
or treatment technique violations under subpart Y.

Seasonal System shall mean a non-community water system that is not
operated as a public water system on a year-round basis and starts up and shuts
down at the beginning and end of each operating season

SOURCE: Miss. Code Ann. §41-26-6

Rule1.1.3.

The definitions as stipulated in the National Primary Drinking Water
Regulations as published under Title 40 Code of Federal Regulations Section
141.2 are hereby adopted.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.1.4.

Coverage. Thisregulation shall apply to each public water system in the
State, except that it shall not apply to a public water system:

Which consists only of distribution and storage facilities which does not
have any collection and treatment facilities; and

Which obtains all of its water from, but is not owned or operated by, a public
water system to which such regulation applies; and

Which does not sell water to any person; and

Which is not a carrier which conveys passengers in interstate or intrastate
commerce.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.15.

Variancesand Exemptions. Variances and exemptions may be issued by the
Director in accordance with Sections 1415 and 1416 of the federal act. Treatment
utilizing best available technology, as stipulated in Title 40 Code of Federal
Regulations, Part 142, Subparts F and G, may be required in order to grant
variances and exemptions under this regulation. Variances and exemptions shall
not be issued if not allowed by the Nationa Primary Drinking Water Regulations.

SOURCE: Miss. Code Ann. §41-26-6



Rule 1.1.6.

Preconstruction and Treatment Requirements. Planning and design of
improvements for existing public water systems or the creation of new
community or non-transient non-community public water system shall bein
accordance with the Department’ s current version of the “ Minimum Design
Criteria for Public Water Supplies.”

Siting Requirements Before aperson may initiate congtruction of anew community
or non-trangent non-community public water system or increase the cgpacity of an
existing community or non-transient non-community public water system, he shal
submit sufficient information to the Director for evauation of the proposed Site, to
determine whether the Ste and design of the propased construction or modification
will enable the system to comply with this regulation including Title 40 Code of
Federal Regulations Sections 141.63.

Plansand Specifications Approval. Prior to advertising for bidsand/or initiating
condruction of anew community or non-transient non-community public water sysem
or making Sgnificant extensons or dterationsto an existing community or non-
trandent non-community public water system which may affect the operation of that
system, plans and specifications for the proposed construction shall be approved by
the Director. Plans and specifications submitted to the Director for approva shall
be prepared by a professional engineer licensed to practice in the State of
Mississippi.

Operation and Maintenance Plans. Each gpplicant for anew community or non-
transent non-community public water system shall submit an operation and
maintenance plan for review and approval by the Director. The plan must be
approved by the Director prior to beginning construction.

Financial and Managerial Viability. Each applicant for anew community or non-
trangent non-community public water system shall submit financial and managerial
information as required by the Public Utilities Staff. Plans and specifications shall
not be approved by the Director until written certification of the financia and
managerid viability of the new water system is received from the Executive Director
of the Public Utilities Staff.

Changesto Existing Public Water Systems. Plans and specification for changes
to an existing community or non-transient non-community public water systems
shall not be approved if the Director determines the changes would threaten the
viability of the water system or if the changes may overload the operational
capabilities of the water system.

Non-Centralized Treatment Devices. Public water systems may utilize point-of-
entry devices to comply with maximum contaminant levels as sipulated in the
Nationa Primary Drinking Water regulations as published at Title 40 Code of
Federal Regulations Sections 141.100 and 141.101.



Ban of Useof Lead Products. Any pipe, solder, or flux used in the installation or
repair of any public water system, or any plumbing in aresidential or nonresidential
facility providing water for human consumption which is connected to apublic

water system shall be lead free. Soldersand flux are defined as'lead free” when

they contain not more than 0.2 percent lead. Pipes and pipe fittings are defined as
"lead free”" when they contain not more than 0.25 percent lead in the wetted surface
material. Plumbing fittings and fixtures intended by the manufacturer to dispense

water for human ingestion are defined as*lead freg” when they comply with

standards established in accordance with 42 U.S.C. 300g-6(€).

L ead Service Line Replacement. It shall be the responsbility of each supplier of
water to comply with the lead service line replacement requirements and lead
service line reporting requirements as stipulated in the Nationa Primary Drinking
Water Regulations as published under Title 40 Code of Federal Regulations
Sections 141.84 and 141.90.

Overloaded Public Water Systems. Public water systems that are serving
customersin excess of the design capacity as determined by the Director shal be
identified as overloaded and shall immediately, upon written notification by the
Director, cease adding new customers. Public water systemsidentified as overloaded
shall not add new customers until notified, in writing, by the Director that the
system’ s design capacity has been increased and that the water system can resume
adding new customers.

SOURCE: Miss. Code Ann. §41-26-6

Subchapter 2. Maximum Contaminant L evels

Rule1.2.1. Microbiological. All microbiological maximum contaminant levels, maximum

contaminant level goals, and treatment technique requirements shall apply

to public water systems as stipulated in the National Primary Drinking Water
Regulations as published under Title 40 Code of Federa Regulations Sections
141.52 , 141.63, 141.851, and 141.860.

DURCE: Miss. Code Ann. 841-26-6

Rule1.2.2.

Inorganic Chemicals. All inorganic chemical maximum contaminant levels
and action levels shall apply to public water systems as stipulated in the
National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Sections 141.6, 141.11, 141.23 (d & €), 141.51,
141.60, 141.62 (b, c & d) and 141.80.

DURCE: Miss. Code Ann. 841-26-6

Rule1.2.3.

Organic Chemicals. All organic chemical maximum contaminant levels shall
apply to public water systems as stipulated in the National Primary Drinking



Water Regulations as published under Title 40 Code of Federal Regulations
Sections 141.50, 141.60 and 141.61.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.2.4.

Turbidity. The maximum contaminant levels for turbidity shall apply to
public water systems as stipulated in the National Primary Drinking Water
Regulations as published under Title 40 Code of Federa Regulations Sections
141.13, 141.73 and 141.173.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.25.

Radionuclides. All radionuclide maximum contaminant levels and maximum
contaminant level goals shall apply to public water systems as stipulated in the
National Primary Drinking Water Regulations as published under Title 40 Code
of Federd Regulations Sections 141.15, 141.16, 141.55 and 141.66.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.2.6.

Disinfectant Residuals, Disinfection Byproducts, and Disinfection Byproduct
Precursors. All disinfectant resduals, disinfection byproduct and disinfection
byproduct precursor maximum contaminant levels, operational evaluation levels,
best technologies, treatment techniques, and other means available for achieving
compliance shal apply to public water systems as stipulated in the National Primary
Drinking Weater Regulations as published under Title 40 Code of Federdl Regulations
Sections 141.53, 141.54, 141.64, 141.65, 141.130, 141.620 and 141.626.

DURCE: Miss. Code Ann. 841-26-6

Rule1.2.7.

Miscellaneous Contaminants. All maximum contaminant levels not previously
referenced in this regulation shall apply to public water systems as stipulated in
the latest revision of the National Primary Drinking Water Regulations.

SOURCE: Miss. Code Ann. §41-26-6

Subchapter 3. Monitoring, Analytical, And Treatment Technique Requirements

Rule1.3.1.

Coliform Sampling and Analyses. It shall be the responsibility of each supplier
of water to comply with the treatment technique triggers, assessment
requirements, and Coliform Monitoring and Anal ytical Requirements as stipul ated
in the National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Section 141.21 or any subsequent revisions thereto
including 141.852 — 141.860 and subpart Y except that the following optional
provisions of Title 40 Code of Federal Regulations Section 141.21, 141.854, and
141.855 are not adopted:



The provision of Title 40 Code of Federal Regulations Section 141.21 (a)(2)
concerning the reduction of the monitoring frequency for community water
systems serving 1,000 or fewer persons,

The provision of Title 40 Code of Federd Regulations Section 141.21 (8)(5)
concerning waiver of the time limit for sampling after aturbidity sampling result
exceads1NTU;

The provision of Title 40 Code of Federal Regulations Section 141.21 (b)(3)
concerning collection of large volume repeat samplesin containers of any size;

The provision of Title 40 Code of Federal Regulations Section 141.21 (d)
concerning agents other than State personnel conducting sanitary surveys,

The provisonsof Title 40 Code of Federa Regulations Section 141.21 (€)(2) with
respect to waiver of E. Coli testing onatotal coliform postive sample;

Provisons alowing systemsto perform reduced monitoring below the minimum of
monthly. All systems regardless of type and operationd statuswill be on monthly
monitoring schedules.

DURCE: Miss. Code Ann. 841-26-6

Rule1.3.2.

Inorganic Chemical Sampling and Analyses. It shal be the responsibility of each
supplier of water to comply with the inorganic chemical sampling/analysis
requirements, anaytical techniques, and water quaity parameters as stipulated in the
Nationa Primary Drinking Water Regulations as published under Title 40 Code of
Federa Regulations Sections 141.6, 141.23, 141.86, 141.87, 141.88 and 141.89
except that the following optiona provisions of Title 40 Code of Federal Regulations
are not adopted: Section 141.23 (&)(4) and Section 141.88(a)(1)(iv) which allow
compositing of samples. The provisions of Title 40 Code of Federal Regulations,
Section 141, Subpart | — Control of Lead and Copper are hereby incorporated by
reference including any subsequent amendments and editions.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.3.3.

Organic Chemical Sampling and Analyses. It shall be the responsibility of each
supplier of water to comply with the organic chemica sampling and analysis
requirements as stipulated in the National Primary Drinking Water Regulations as
published under Title 40 Code of Federd Regulations Sections 141.6, 141.24,
141.30 and 141.40 except that the following optional provisions of Title 40 Code
of Federal Regulations are not adopted: Sections 141.24 () (14) and (h) (10) and
Section 141.40 (n)(9) which allow compositing of samples.

SOURCE: Miss. Code Ann. §41-26-6



Rule1.3.4.

Radionuclides. It shall be the responsibility of each supplier of water to comply
with the radionuclide sampling and analysis requirements as stipulated in the
National Primary Drinking Water Regulations as published under Title 40 Code
of Federa Regulations Sections 141.25 and 141.26.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.35.

Turbidity and Source Water Sampling and Analyses. It shall bethe

respong bility of each supplier of water to comply with the turbidity and source
water sampling and analysis requirements and state notification procedures as
dtipulated in the National Primary Drinking Water Regulations as published under
Title 40 Code of Federal Regulations Sections 141.22, 141.174, 141.560 — 141.564,
141.701 — 141.704, 141.707 and Appendix B to Subpart Q of Part 41.

SOURCE: Miss. Code Ann. §41-26-6

Rule 1.3.6.

Disinfectant Residuals, Disinfection Byproducts, and Disinfection Byproduct
Precur sors Sampling and Analyses. It shall be the responsibility of each
supplier of water to comply with the disinfectant monitoring, disinfection
byproduct sampling, analysisand all other requirements as stipulated in the
National Primary Drinking Water Regulations as published under Title 40 Code
of Federal Regulations Sections 141.131, 141.132, 141.531, 141.600-605,
141.620-625, 141.627, and 141.628. Compliance with this section shall be
determined as stipulated in the National Primary Drinking Water Regulations as
published under Title 40 Code of Federal Regulations Sections 141.133 and
141.620.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.3.7.

Ground Water Microbial Sampling and Analyses. It shall be the responsibility
of each supplier of ground water to comply with the source microbial monitoring
and analytical requirements and if requested, provide any information that will
alow the state to perform a hydrogeologic sensitivity assessment as stipulated in
the National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Sections 141.400, 141.402., 141.853, and Subpart Y.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.3.8.

SOURCE:

Filtration and Disinfection. It shall be the reponsibility of each supplier of water to
comply with thefiltration and disinfection analytical and monitoring requirementsas
dipulated in the National Primary Drinking Water Regulations as published under
Title 40 Code of Federal Regulations Sections 141.70, 141.71, 141.73, 141.74,
141.174, and 141.856.

Miss. Code Ann. §841-26-6



Rule 1.3.9.

Miscellaneous Contaminants. It shal be the responsbility of the supplier of water
to comply with the special monitoring requirements of the National Primary
Drinking Water Regulation Title 40 Code of Federal Regulations Section 141.41
(specia monitoring for sodium) and Section 141.42 (special monitoring for
corrosvity characterigtics). It shall also be the responsibility of the supplier of water
to comply with al other monitoring and analysis requirements not previoudy
addressad in this regulation as stipulated in the National Primary Drinking Water
Regulations.

VURCE: Miss. Code Ann. 841-26-6

Subchapter 4. Sanitary Surveys.

Rule1.4.1.

Surface Water Systems: The Mississippi State Department of Health shall make
periodic on-site surveys of each public surface water system for the purpose of
determining the adequacy of the water source, facilities, equipment, watershed
control program, operation and maintenance procedures and monitoring and
compliance as stipulated in the National Primary Drinking Water Regulations as
published under Title 40 Code of Federal Regulations Sections 141.63, 141.522
and 141.723. These surveys include the right to inspect all records, take water
quality samples, or verify procedures, to determine compliance with this
regulation. Significant deficiencies, as determined by the Department utilizing
current EPA guidance manuals, shall be identified by Department staff during the
conduct of sanitary surveys. Public water systems shall, upon receipt of the
sanitary survey report, provide awritten response to al significant deficiencies
identified in the report to the Department within 45 days of receipt of the report. In
thiswritten response, the public water system shall outlineits plan to correct the
sgnificant deficienciesidentified in the survey report. After reviewing the public
water system’ swritten response, the Director shall require, by means of awritten
order, that the public water system correct the significant deficiencieswithin a
reasonable period of time as determined by the Department.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.4.2.

Ground Water Systems. The Mississippi State Department of Health shall make
periodic on-site surveys of each public ground water system for the purpose of
determining the adequacy of the water source, treatment, distribution, storage,
pumps, reporting, management and operator compliance as stipulated in the
National Primary Drinking Water Regulations as published under Title 40 Code
of Federa Regulations Section 141.63 and 141.401. These surveysinclude the
right to ingpect al records, take water quality samples, or verify procedures, to
determine compliance with this regulation. Significant deficiencies, as
determined by the Department utilizing current EPA guidance, shall be identified
by Department staff during the conduct of sanitary surveys. Public water systems
shall, upon receipt of the sanitary survey report, provide awritten response to al
sgnificant deficienciesidentified in the report to the Department within 30 days
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of receipt of the report. In thiswritten response, the public water system shall
outline its plan to correct the significant deficienciesidentified in the survey
report. After reviewing the public water system’ s written response, the Director
shall require, by means of awritten order, that the public water system correct the
sgnificant deficiencies within 120 days or within a reasonable period of time as
determined by the Department.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.4.3. Treatment Techniques. It shal be the responsibility of each supplier of water to
comply with the treatment techniques as stipulated in the National Primary
Drinking Water Regulations as published under Title 40 Code of Federal
Regulations Sections 141.76, 141.81, 141.82, 141.83, 141.110, 141.111, 141.135,
141.403, and 141.404. Violations as stipulated in the Nationa Primary Drinking
Water Regulations as published under Title 40 Code of Federal Regulations
Sections 141.403 and 141.404 are hereby incorporated.

SOURCE: Miss. Code Ann. §41-26-6
Subchapter 5. Reporting, Records, And Public Notification

Rule15.1. Reporting Requirements.

1. The supplier of water shall provide the results of all water quality analysesto be
utilized for compliance with this regulation to the Director as stipulated in the
Nationa Primary Drinking Water Regulations as published under Title 40 Code of
Federd Regulations Sections 141.31, 141.35, 141.73, 141.75, 141.76, 141.90,
141.134, 141.173, 141.175, 141.405, 141.570, 141.601, 141.602, 141.629, 141.706,
141.710 and 141.712.

2. The supplier of water shall report to the Director the failure to comply with these
regulations, including failure to comply with monitoring and analytical
requirements, and failure to meet maximum contaminant levels as stipulated in the
National Primary Drinking Water Regulations as published under Title 40 Code
of Federal Regulations Sections 141.31, 141.35, 141.73, 141.75, 141.76,
141.173, 141.175, 141.405, 141.860, 141.861.

3. The supplier of water shall provide proof of public notification to the Director as
gtipulated in the Nationa Primary Drinking Water Regulations as published under
Title 40 Code of Federa Regulations Sections 141.31(d), 141.90(f) and 141.405.

4. The supplier of water or consecutive ground water system shall maintain
records and submit to the Director copies of all required records as stipulated
in the National Primary Drinking Water Regulations as published under Title
40 Code of Federal Regulations Sections 141.31 (e), 141.90, 141.91, 141.75,
141.76, 141.175, 141.405, 141.721, 141.722, and 141.861.
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5.

The state shall be responsible for submitting to the Administrator al information
dtipulated in the Nationa Primary Drinking Water Regulations as published under
Title 40 Code of Federal Regulations Section 142.15.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.5.2.

Public Natification and Education. Each supplier of water shall provide public
notification or education as stipulated in the Nationa Primary Drinking Water
Regulations as published under Title 40 Code of Federal Regulations Sections
141.35, 141.71, 141.73, 141.74, 141.85, 141.90(f), 141.170-141.174, 141.201-
141.211, 141.402- 141.404(d), 141.500-141.553, 141.560, 141.564, Appendices A-C
to Subpart Q, and Subpart Y of Part 141. Public notification of fluoride content is
required of al public water suppliersas stipulated in Title 40 Code of Federa
Regulations Section 143.5.

SOURCE: Miss. Code Ann. §41-26-6

Rule15.3.

Record M aintenance. Each supplier of water shall retain records and make such
records available to the Director as stipulated in the National Primary Drinking
Water Regulations as published under Title 40 Code of Federal Regulations
Sections 141.33, 141.35, 141.75, 141.76, 141.134, 141.155, 141.175, 141.571,
141.601, 141.602, 141.629, 142.62, and 141.861.

SOURCE: Miss. Code Ann. §41-26-6

Rule15.4.

RecordsK ept by States. Records of currently applicable or most recent tests,
measurements, anayses, decisons, and determinations performed on each public
water system, including al supporting information and an explanation of the
technical basis of each decision to determine compliance with gpplicable provisons
of the Mississippi Primary Drinking Water Regulations will be maintained in
accordance with the National Primary Drinking Water Regulations as published
under Title 40 Code of Federal Regulations Section 142.14.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.55.
1.

Laboratory Certification.

The Director may prescribe minimum requirements for alaboratory to be certified
by the Mississippi State Department of Health to perform water quality analyses
required under thisregulation.

Each supplier of water must utilize the services of certified laboratory or party
goproved by the state where gpplicable to complete al water quality analyses as
dipulated in the National Primary Drinking Water Regulations as published under
Title 40 Code of Federal Regulations Sections 141.28, 141.705, 141.852.

SOURCE: Miss. Code Ann. §41-26-6
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Subchapter 6. Filtration and Disinfection - Surface Water Treatment Rule.

Rule1.6.1.

General Requirements. Each public water system that uses a surface water
source or a ground water source under the direct influence of surface water
must comply with the treatment technique requirements as stipulated in the
National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Section 141.70.

SOURCE: Miss. Code Ann. §41-26-6

Rule 1.6.2.

Criteriafor Avoiding Filtration: In order to avoid filtration, a public water
system that uses a surface water source or a ground water source under the
direct influence of surface water must comply with the criteriafor avoiding
filtration as stipulated in the National Primary Drinking Water Regulations as
published under Title 40 Code of Federa Regulations Section 141.71.

SOURCE: Miss. Code Ann. §41-26-6

Rule 1.6.3.

Disinfection: A public water system that uses a surface water source or a
ground water source under the direct influence of surface water must comply
with the disinfection requirements as stipulated in the National Primary
Drinking Water Regulations as published under Title 40 Code of Federal
Regulations Section 141.72.

SOURCE: Miss. Code Ann. §41-26-6

Rule 1.6.4.

Filtration: A public water system that uses a surface water source or aground
water source under the direct influence of surface water and does not meet all
of the criteriain Title 40 Code of Federal Regulations Section 141.71 for
avoiding filtration must comply with the treatment requirements as stipul ated
in the National Primary Drinking Water Regulations as published under Title
40 Code of Federal Regulations Section 141.73.

SOURCE: Miss. Code Ann. §41-26-6

Rule 1.6.5.

Recycle Provisons: A public water system that uses a surface water source or a
ground water source under the direct influence of surface water must comply with
the recycle provisions as stipulated in the National Primary Drinking Water
Regulations as published under Title 40 Code of Federal Regulations Section
141.76.

SOURCE: Miss. Code Ann. §41-26-6

Subchapter 7. Enhanced Filtration and Disinfection - Surface Water Treatment Rule.

Rule1.7.1.

General Requirements: Each public water system that uses a surface water
source or aground water source under the direct influence of surface water must
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comply with the treatment technique and microbial protection requirements as
dipulated in the Nationa Primary Drinking Water Regulations as published under
Title 40 Code of Federal Regulations Sections 141.170, 141.500-141.503,
141.510-141.511, 141.520, 141.700, 141.710 — 141.720.

OURCE: Miss. Code Ann. 841-26-6

Rule1.7.2.

Criteriafor Avoiding Filtration: In order to avoid filtration, a public water
system that uses a surface water source or aground water source under the direct
influence of surface water must comply with the criteriafor avoiding filtration as
dtipulated in the National Primary Drinking Water Regulations as published
under Title 40 Code of Federal Regulations Sections 141.171 and 141.521.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.7.3.

Disinfection: A public water system that uses a surface water source or a
ground water source under the direct influence of surface water must comply
with the disinfection, profiling and benchmarking requirements as stipulated in
the National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Sections 141.172, 141.530-141.536, 141.540-
141.544, 141.708 and 141.709.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.7.4.

Filtration: A public water system that uses a surface water source or aground
water source under the direct influence of surface water and does not meet all of
the criteriain Title 40 Code of Federal Regulations Section 141.171 for avoiding
filtration must comply with the monitoring, reporting, records maintenance,
assessment and treatment requirements as stipulated in the National Primary
Drinking Water Regulations as published under Title 40 Code of Federal
Regulations Sections 141.173, 141.550-141.553, and 141.560-141.564. A public
water system that uses a surface water source or aground water source under the
influence of surface water shall arrange for the conduct of acomprehensive
performance evaluation by the Department or athird party approved by the
Department within 30 days of exceeding the filter performance triggers stipulated
by the Nationa Primary Drinking Water Regulations published under Title 40
Code of Federd Regulations Section 141.175 (b)(4). Based upon the results of this
comprehensive performance evauation, the public water system shall arrange for
the completion of acomposite correction program devel oped in accordance with
current EPA guidance documents. This composite correction program shall be
submitted to the Department for review and approval prior to actual
implementation. The Director, after reviewing and approving the composite
correction program, shall, by means of awritten order, require the public water
system to implement the approved composite correction program on atime
schedule approved by the Department as stipulated in Title 40 Code of Federal
Regulations Section 142.16(g)(1) and 142.16(j)(1).
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SOURCE: Miss. Code Ann. §41-26-6

Subchapter 8. Cross Connections

Rule1.8.1.

Cross Connections Prohibited. No person shal ingall, permit to be installed or
maintain any cross connection between a public water system and any other non-
public water system or aline from any container of liquids or other substances,
except as specifically authorized by this regulation, unless a backflow prevention
assembly isingtaled between the public water system and the source of
contamination. Direct connections between a public water supply and sewer or
storm sewer are prohibited.

SOURCE: Miss. Code Ann. 841-26-14

Rule 1.8.2.

1.

Low Hazard Cross Connection.

A connection between a public water system and aservice or other water system
not hazardous to health but not meeting established water quality standards for
public water systems and not cross connected within its system with a potentially
dangerous substance shdl be considered alow hazard category cross connection.
An appropriate backflow prevention assembly or device recommended by the
Department for low hazard cross connections shall be installed except as provided
in section 104.02(2).

Pursuant to Section 41-26-14(2)(b) of the Mississippi Code of 1972, asamended, the
following cross connections shall be considered as low hazard posing avery low risk
and shal not be required to have a backflow preventer device:

a Any lawn sprinkler system or lawn irrigation system that is connected
to apublic water system and was professionally installed regardless of
whether the system is underground or above ground or whether the
system has pop-up sprinkler heads.

b. Any swimming pool that is connected to a public water system and was
professonaly ingtalled or any swimming pool that is connected to apublic
water system and has afill line with an anti-siphon air gap.

C. Any water fountain or cooler that provides drinking water for human

consumption that is connected to a public water system and was
professionally installed.

d. Any fire sprinkler system that contains only water or adry pipe and no

chemicals that is connected to a public water system and was
professionally installed.
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e Any commercia establishment that is connected to a public water

system that contains no cross connections directly with a dangerous or
hazardous substance or material.

SOURCE: Miss. Code Ann. 8§841-26-14

Subchapter 9. High Hazard Cross Connection.

Rule 1.9.1.

A connection between a public water system and anon-public water system or
other source of contamination which has or may have any material in the water
dangerous to health, or connected to any material dangerous to health, that isor
may be handled under pressure, or subject to negative pressure, shall be
considered a high hazard category cross connection. The cross connection shall
be eliminated by air gap separation or shall be protected by the installation of an
appropriate backflow prevention assembly or device recommended by the
Department for high hazard cross connections.

SOURCE: Miss. Code Ann. §841-26-14

Rule1.9.2.

Any lawn sprinkler system or lawn irrigation system that is connected to a public
water system and either injects or stores lawn chemicals or is connected to a
wastewater supply shall be considered a high hazard cross connection and shall be
protected by the ingtallation of a backflow prevention assembly or device.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.9.3.

Additional backflow prevention assemblies or devices shall not be required for
carbonated beverage dispensersif 1) the water supply connection to the
carbonated beverage dispenser is protected against backflow by a backflow
prevention assembly or device that conformsto ASSE 1022 or by an air gap, and
2) the backflow prevention assembly or device and the piping downstream from
the device are not affected by carbon dioxide gas.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.9.4.

Digtinction Between L ow and High Hazard Cross Connection. The ditinction
between low hazard cross connection and high hazard cross connections shall be
made by an authorized representative of the public water system subject to review
by the Department.

SOURCE: Miss. Code Ann. 8§841-26-14

Subchapter 10. Responsibility Of Public Water Systems To Establish Cross Connection

Rule1.10.1.

Control Programs

Cross Connection Control Program. All public water supplies shall adopt and
enforce a cross connection control policy or ordinance that is no less stringent than
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the provisions of this regulation; however, the adopted policy or ordinance shall
not be more stringent than the provisions of House Bill 692 enacted by the 2001
Mississippi Legislature, as codified in Section 41-26-14 et. seq. of the Mississippi
Code of 1972, Annotated. This policy or ordinance shal establish across
connection control program consisting of the following:

1. L ocating and eliminating unprotected cross connections.
2. Preventing the occurrence of new cross connections with the public water system.
3. Maintaining records pertaining to the location of existing backflow prevention

assemblies, type and size of each assembly and results of all tests of backflow
prevention assemblies by a tester certified by the Department.

SOURCE: Miss. Code Ann. §41-26-14

Rule1.10.2. CrossConnection Surveys. It shall be the responsibility of each public water
system to conduct surveys and on-Site visits as necessary to locate existing cross
connections. Single family dwellings and multi-family dwellings shall not be
included in this survey unless the officias of the public water system have reason to
believe that a cross connection exists. This survey shall be performed by an
authorized representative of the public water system utilizing established written
guidelines as published by the Department.

SOURCE: Miss. Code Ann. §41-26-14

Rule 1.10.3. Each public water system shall complete an initial cross connection survey by
December 31, 2000.

SOURCE: Miss. Code Ann. §41-26-14

Rule 1.10.4. Upon completion of the required cross connection survey, the responsible official
of each public water system shall certify to the Department, on forms provided
by the Department, that the required survey has been properly completed in
accordance with the written guidelines published by the Department.

SOURCE: Miss. Code Ann. §41-26-14
Subchapter 11. Ingtallation of Backflow Preventers

Rule1.11.1. Across connection isidentified, the public water system shall require that the
property owner eliminate the cross connection or install the proper type
backflow prevention assembly.

SOURCE: Miss. Code Ann. 8§841-26-14
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Rule1.11.2. Whenacrossconnection isidentified, the public water system shdl notify the property
owner, in writing and within ten (10) days, of the existence of the cross connection and
that the cross connection must be eliminated or protected.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.11.3. If the public water system determines that the cross connection is ahigh hazard
category cross connection, it shall be eliminated or protected by the appropriate
backflow preventer by June 30, 2001. If apublic water system identifies an existing
high hazard cross connection after June 30, 2001, the high hazard cross connection
shall be diminated or protected by the property owner within ninety (90) days of
written notification by the public water system. If the property owner has an
existing backflow preventer, the public water system shal alow the backflow
preventer to remain in place until it failsto function properly.

SOURCE: Miss. Code Ann. §841-26-14

Rule1.11.4. If the public water system determinesthat the cross connection isalow hazard
cross connection, it shall be eliminated or protected by the property owner by
installing an appropriate backflow preventer by June 30, 2004. If an existing low
hazard cross connection isidentified by a public water system after June 30, 2004,
the cross connection shall be eliminated or protected by the property owner by
installing an approved backflow preventer within one (1) year of written
notification by the public water system. If the property owner has an existing
backflow preventer, the public water system shall consider the backflow preventer
approved and shall alow the installed backflow preventer to remain in place until
the backflow preventer fails to function properly.

SOURCE: Miss. Code Ann. §841-26-14

Rule1.11.5. Public Water System Enforcement Actions. In the event a customer refuses
to comply with the cross connection control provisions of this regulation, the
public water system is authorized to discontinue water service to the customer
until such time as the customer complies with this regulation.

SOURCE: Miss. Code Ann. 8§841-26-14

Subchapter 12. Recommended Backflow Preventers

Rule1.12.1. Lisgt of Recommended Backflow Preventers. The Department shall prepare and
publish alist of backflow prevention assemblies recommended for usein the State
of Mississippi. The Department shall routindly update this list as necessary.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule 1.12.2. Recommended Devicesfor High Hazard Cross Connections.
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1 Reduced Pressure Principle Backflow Prevention Assemblies Backflow prevention
assemblies recommended to protect high hazard cross connections shall include
reduced pressure principle backflow prevention assemblies

2. Pressure Vacuum Bresker Assemblies. Backflow prevention assemblies
recommended to protect high hazard crass connections shal include pressure vacuum
breaker assemblies. Pressure vacuum bresker assemblies shdl not beused in
locations where the vacuum breaker may be subject to back pressure and shall not be
used in locationswhere the vacuum bregker isnot higher than al downstream
connections.

3. Atmospheric Vacuum Breakers. Backflow prevention devices recommended to
protect high hazard cross connections shall include amospheric vacuum breskers.
Atmospheric vacuum breakers shall not be installed in locations that may be subject
to back pressure, shall not be installed in locations where the vacuum bresker is not
higher than al downstream locations, shall not beingtaled in locations with valves
downstream and shall not be installed in locations of continuous use.

SOURCE: Miss. Code Ann. §41-26-14

Rule1.12.3. Low Hazard Cross Connections. Backflow prevention assemblies
recommended to protect low hazard cross connections shall include reduced
pressure principle assemblies, pressure vacuum breaker assemblies, atmospheric
vacuum breaker assemblies, and double check valve assemblies. Pressure
vacuum breaker assemblies shall not be used in locations where the vacuum
breaker may be subject to back pressure and shall not be used in locations where
the vacuum breaker is not higher than all downstream connections. Atmospheric
vacuum breakers shall not be installed in locations that may be subject to back
pressure, shall not be installed in locations where the vacuum breaker is not
higher than all downstream locations, shall not be installed in locations with
valves downstream and shall not be installed in locations of continuous use.

SOURCE: Miss. Code Ann. 841-26-14

Subchapter 13. Installation Requirements.

Rule1.13.1. Reduced pressure principle backflow prevention assemblies, double check valve
assemblies, and pressure vacuum breaker assemblies shall beingtalled in alocation
that provides adequate access for testing and repair of the assembly.

SOURCE: Miss. Code Ann. §41-26-14

Rule1.13.2. Reduced pressure principle backflow prevention assemblies and double check
valve assemblies shall not be subject to possible flooding. Reduced pressure
principle backflow prevention assemblies and double check valve assemblies
shall not be located in a pit below ground level.
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SOURCE: Miss. Code Ann. §841-26-14

Subchapter 14. Testing Of Backflow Prevention Assemblies

Rule1.14.1. TegingBy Certified Tester. When areduced pressure principle backflow
prevention assembly, double check vave assembly, or pressure vacuum bresker
assembly isinstalled to protect a public water system againgt the possibility of a
backflow from a customer’ swater service, ingpection and testing of the assembly,
where required by this regulation, shall be performed by an individual who has been
licensed as a Certified Tester by the Department.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.2. Each backflow prevention assembly shall be inspected and tested by a Certified
Teder after installation and before use by the customer. Reduced pressure
principle backflow prevention assemblies and pressure vacuum breakers shall be
inspected and tested at least once a year by a Certified Tester.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.3. The Certified Tester shall provide the property owner and the public water system
with awritten report of the ingpection and test results on each assembly tested.
Thiswritten report shal be on aform provided by the Department. The report
shall be prepared and submitted by the Certified Tester making the inspection and
test. The Certified Tester and the public water system shall retain al backflow
prevention assembly test and inspection results for at least five (5) years from the
date of test and inspection.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.4. Reduced pressure principle backflow prevention assemblies and pressure vacuum
breaker assemblies that fail to function properly or fail the routine required test
shall be repaired or replaced within thirty (30) days of identification of the failure.
Double check valvesthat fail to function properly shall be repaired or replaced
within ninety (90) days of identification of the failure.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.5. Licensing of Certified Testers. Each Certified Tester shal be licensed by the
Department. All tester training shall be submitted to the Department for approval
at least 45 days prior to the scheduled date of training. The Department shall
review the instructors and course curriculum for all proposed tester training. The
Department shall approve proposed tester training if it determines that the
proposed training program and instructor(s) meetsthe Department’ s minimum
guidelines. The Department shall develop and adminigter the backflow tester
certification test at the conclusion of each approved tester training program. A
minimum score of 70% on the Department’ swritten examination and successtul
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performance of prescribed tests on areduced pressure principle backflow prevention
assembly, double check valve assembly, and pressure vacuum breeker assembly will
be required for certification. Any applicant not successfully completing both the
written and performance tests must attend a Department approved tester training
program before taking the certification tests again. Under special circumstances and
upon receipt of awritten request by the applicant, the Department may dlow an
applicant to take the written and performance tests without attending a Department
approved tester training program.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.6. The Department may issue, solely at its discretion and without testing,
certification to a Tester possessing certification from a nationally recognized
backflow prevention assembly tester certification program.

SOURCE: Miss. Code Ann. §841-26-14

Rule 1.14.7. Each Tester's certification will expire three (3) years from the date issued. To
become re-certified, the Tester must successfully complete arecertification
examination devel oped by the Department and administered by the
Department or an authorized representative of the Department.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.14.8. The Certified Tester shall maintain the accuracy of the testing equipment to be
used to test backflow prevention devices. The testing equipment shall be checked
for proper calibration and shall be recalibrated, as needed, in accordance with the
recommendations of the manufacturer. Only properly trained individua s shall
perform calibration adjustments or repair or testing equipment. Calibration
standards utilized in the testing or repair of this testing equipment shall have their
accuracy checked and adjusted to within allowable tolerances against standard
instruments traceabl e to the National Institute for Standards and Technology
(NIST).

SOURCE: Miss. Code Ann. 841-26-14
Subchapter 15. Suspension or Revocation of Tester’s Certificate.

Rule1.15.1. A Tester’s Certificate may be revoked or suspended by the Department for just
cause. Causes include, but are not limited to, the following:

1. Fraud, deception, or misrepresentation of a material fact to either the public or
the Department;
2. Misfeasance, malfeasance or nonfeasance;

3. Failure to file any official reports required by the Department;
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4. Failure to maintain all official records required by the Department;

5. Failure to respond to any official correspondence from the
Department;

6. Failureto obey alawful order of the Director or any duly gppointed Adminigtrative

Hearing Officer of the Department;

7. Failure to exercise reasonable care or judgment in the testing of backflow
prevention devices,

8. Failure to comply with the terms of a suspension of a certificate issued by the
Department;

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.152. No Teger'sCertificatewill be suspended or revoked without notice to the Certificate
holder and an opportunity for ahearing. Hearings shall be held in conformity with
Sections 41-26-17 and 41-26-21 Mississppi Code of 1972 Annotated.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule1.15.3. Notwithstanding the requirement for a hearing, the Director may, if he determines
that public health is threatened, issue any such orders as are deemed necessary to
protect the public health, including, but not limited to, ordersto individual(s) to
cease all actions as a Certified Tester of backflow prevention devicesin the State
of Mississippi.

SOURCE: Miss. Code Ann. 8§841-26-14

Subchapter 16. Cross Connection Control Waivers

Rule1.16.1. Waivers. The Director may issue awaiver to a public water system to any part
or parts of the cross connection control provisions of thisregulation if the
Department deems such waiver to be appropriate and will not potentially
jeopardize public health.

SOURCE: Miss. Code Ann. 8§41-26-14
Subchapter 17. Application And Fees For Certified Tester

Rule1.17.1. Filing Application.

1. A tester desiring certification shall file an application with the Department on
forms provided by the Department.
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2.

The Department shall review the application and supporting documents,
determine the éligibility of the applicant, and issue a certificate when the
minimum requirements are met.

SOURCE: Miss. Code Ann. 8§841-26-14

Rule 1.17.2. Backflow Prevention Assembly Tester Certification Fees.

1.

An initid fee of fifty dollars ($50.00) shall be charged for certification as a
Backflow Prevention Assembly Tester. The Department shall invoice each
applicant for the $50 fee and the certificate will not be issued until the fee is
received by the Department.

A fee of thirty dollars ($30.00) shall be charged for the renewal of acertificate. The
Department shall invoice each applicant for the $30 fee and the renewal certificate
will not beissued until the feeisreceived by the Department.

SOURCE: Miss. Code Ann. 841-26-14

Subchapter 18. Consumer Confidence Reports

Rule1.18.1. Purpose and Applicability. Each community public water system shall

prepare and deliver to their customers an annual consumer confidence report as
stipulated in the National Primary Drinking Water Regulations as published
under Title 40 Code of Federal Regulations Section 141.151.

Effective Dates. The effective dates for community public water suppliesto prepare
and dedliver annual consumer confidence reports shdl be as stipulated in the
Nationa Primary Drinking Water Regulations as published under Title 40 Code of
Federd Regulations Section 141.152.

Content of the Reports. The content of the Consumer Confidence Reports
prepared by community public water supplies shall be as stipulated in the
National Primary Drinking Water Regulations as published under Title 40
Code of Federal Regulations Section 141.153 and subpart Y.

Required Additional Health Information. It shal be the responghility of each
community public water supply preparing aconsumer confidence report to include the
required additional hedlth information as stipulated in the National Primary Drinking
Water Regulations as published under Title 40 Code of Federal Regulations Section
141.154.

Report Delivery. Ddlivery of Consumer Confidence Reports prepared by community
public water supplies shall be as stipulated in the Nationd Primary Drinking Water
Regulations as published under Title 40 Code of Federal Regulations Section 141.155.

SOURCE: Miss. Code Ann. §41-26-6
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Subchapter 19. Emergency Conditions And Enforcement

Rule1.19.1. Emergency Conditions. The Director is authorized to develop and implement
aplan for the provision of safe drinking water in emergency circumstances for
any public water system.

SOURCE: Miss. Code Ann. §41-26-6

Rule1.19.2. Enforcement. Violations of any requirement of this regulation shall be subject
to the enforcement provisions of the Mississippi Safe Drinking Water Act of
1997 asfound at Sections 41-26-1 through 41-26-101, Mississippi Code of
1972, Annotated.

SOURCE: Miss. Code Ann. §41-26-6

Chapter 2. REGULATION GOVERNING THE CERTIFICATION OF MUNICIPAL
AND DOMESTIC WATER SYSTEM OPERATORS

Subchapter 1. General Provisions

Rule2.1.1. Legal Authority. Thisregulation has been promulgated under the authority of
and pursuant to the Municipal and Domestic Water and Wastewater System
Operator’s Certification Act of 1986, Sections 21-27-201 through 21-27-221,
Mississippi Code of 1972. Annotated.

DURCE: Miss. Code Ann. 8821-27-207 and 41-26-6
Rule2.1.2. Definitions

1. Association shall mean the Mississippi Water and Pollution Control Operators
Association, Inc.

2. Available shall mean a certified operator employed by the water system holding an
operator’ s certificate equivaent or higher than the class of the public water system,
whose principle residence is no more than fifty (50) miles from the water system.
The water system must be able to contact this certified operator at all times by
telephone, pager or other reliable mode of communication acceptable to the
Mississippi Department of Health to address system needs and problems as they
occur.

3. Board shall mean the Mississippi State Board of Health.

4. Bureau shall mean the Bureau of Public Water Supply of the Mississippi
Department of Health.
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10.

11.

12.

13.

Community Water System shall mean any water system serving piped water for
human consumption to fifteen (15) or more individual service connections used
year-round by consumers or regularly serving twenty-five (25) or more individual
consumer's year-round, including, but not limited to, any collection, pretrestment,
treatment, storage and/or digtribution facilities or equipment used primarily as part
of, or in connection with such system, regardless of whether or not such components
are under the ownership or control of the operator of such system.

Department shall mean the Mississippi Department of Health.

Director shall mean the director of the Mississippi Department of Health or
his designated representative.

Distribution System shall mean all water mains, repumping facilities, and
appurtenances past treatment.

Non-transient non-community water system shall mean a public water
system that is not a community water system and that regularly serves at least
25 of the same persons.

Operator shall mean the certified waterworks operator who directly supervises and
is personally respons ble for the daily operation and maintenance of a community or
non-transient non-community public water system.

Part-time operator shal mean any certified waterworks operator who is employed
as the certified waterworks operator for a public water system and is not considered
afull-time employee of the public water system. This definition shall include
certified waterworks operators who are serving as the certified waterworks operator
for public water systems through privately owned operating companies.

Per son shall mean the state or other agency or indtitution thereof, any municipality,
political subdivison, public or private corporation, individua, partnership, association
or other entity, and includes any officer or governing or managing body of any
municipdlity, political subdivison, or public or private corporation, or the United
States or any officer or employee thereof.

Responsible Char ge shall mean a certified operator, holding a Department
waterworks operator’ slicense at a class equivalent to or higher than the class of
the water system, who is officially designated by the owner or responsible officia
of the water system as the operator responsible for making al decisionsregarding
the daily operational activities of the public water system including all
components of the water system such as treatment plants, water wells, distribution
systems, etc. Under specia circumstances, the Department may authorize a water
system to have more than one operator in respons ble charge.

DURCE: Miss. Code Ann. §21-27-203
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Rule2.1.3.

Certificates. Effective duly 1, 1987, dl municipa and domestic community water
systems must be operated by personswho are certified by the Mississippi Department
of Hedlth asqudified to operate such facilities. Effective July 1, 1998, al non-
transient non-community public water systems must be operated by personswho are
certified by the Department to operate such facilities

Certificates of competency will beissued by the Bureau only after the gpplicant has
passed the appropriate examination and has met the minimum requirements as
specifiedinRule2.2.7.

Certificates issued in accordance with section 21-27-213 (Grandfather Clause) of
the Municipal and Domestic Water and Wastewater System Operator’ s
Certification Act of 1986, shall be valid only for the particular public water
system operated by the applicant at the time the certificate was issued, and then
only s0 long as the system remains in the same or lower classification as at the
time the application wasfiled.

Certificatesshall be vdid for three (3) years from the date of issuance, unless
suspended or revoked for cause.

In the event of temporary loss of an operator, notice shal beimmediately given to
the Bureau and the continued operation of such system, without a certified operator,
maly proceed on an interim basis for a period not to exceed one hundred eighty (180)
days, except for good cause shown upon petition to the Bureaul.

Certificates may be issued, without examination, in a comparable classification to
an operator who holds a certificate in any state, territory, or possession of the United
States or any country that has entered into areciprocity agreement with the Bureau.

Any person alowed to actualy make physical changes on apublic water system
that impact water quaity or quantity must hold a waterworks operator’ s license
issued by the Bureau at aclass equivalent to or higher than the class of the public
water system.

SOURCE: Miss. Code Ann. 8821-27-205 and 21-27-211

Subchapter 2. Classification of Public Water Syssems & Operator in Responsible Charge

Rule2.2.1.

Classes of Water Systems. Water systems shall be classified in accordance with
criteriaoutlined below. Specia systems which do not fall within these guidelines
shall be considered asindividual cases and be classified by the Bureau. All public
water systems shall be under the direct supervision of a Department licensed
waterworks operator who is designated by the owner or responsible official of the
system as the operator in responsible charge of the water system. In those Situations
where a public water system contracts with a private operating company to operate
the public water system, the responsible officia of the public water system may
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authorize the private company to designate an operator employed by the company
asthe operator in responsible charge of the water system. In either case, the water
system shall identify, by means of the Public Water System Annual Report
submitted each year to the Department, the certified operator in responsible
charge of the public water system.

ClassE. Water systems that purchase water only and do not provide additional
treatment. This classification shall also gpply to waterworks operatorswhose only
job respongibility is the operation and maintenance of distribution system(s). The
certified operator in responsible charge shall be available 24 hours aday to address
system needs and problems as they occur.

Class D. Water systems with no treatment other than chlorination and/or
fluoridation or direct chemical feed such as polyphosphate. The certified
operator in responsible charge shall be available 24 hours per day to address
system needs and problems as they occur.

Class C. Water systems with aeration, pH adjustment, corrosion control or closed
pressure filtration treatment facilities including zeolite softening or iron removal.
The certified operator in responsible charge shall be available 24 hours per day to
address system needs and problems as they occur.

ClassB. Water systemswith two (2) or more Class C trestment facilities of
different types, or with iron or manganese remova facilities breaking pressure or
requiring flocculation and/or sedimentation. The certified operator in responsible
charge shal be available 24 hours per day to address system needs and problems as
they occur.

ClassA. Systems with surface water trestment, lime softening, or coagulation and
filtration for the removal of congtituents other than iron or manganese. A licensed
class A operator shall be onsite whenever the trestment plant for aClass

A public water system treating surface water is in operation. The certified operator in
regponsible charge shal be available 24 hours per day to address system needs and
problems asthey occur.

DURCE: Miss. Code Ann. 821-27-205

Subchapter 3. Operator Qualifications. Qualification for Each Class Operator:

Rule2.3.1.

Class A. The applicant must have at least a bachelor’ s degree in engineering or
applied sciences from an accredited college or university, at least one years of
experiencein aClass A water plant, and pass the written examination required by
the Bureau, or the applicant must be a graduate of an accredited high school or
possess an equivaent (GED), have at least Six (6) years experiencein aClass A or
B water plant, of which at least one year must be in a Class A plant, and pass
the written examination required by the Bureau.
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DURCE: Miss. Code Ann. 821-27-205

Rule2.3.2. Class B. The gpplicant must have graduated from an accredited high school or
possess an equivalent (GED), have at least three (3) years of experience in a
Class A, B, or C water plant, of which one year must be in a Class A or B
plant, and pass the written examination required by the Bureau.

SOURCE: Miss.Code Ann. §21-27-205

Rule2.3.3. ClassC. The applicant must have graduated from an accredited high school or
possess an equivalent (GED), have at least two (2) years of experiencein a
Class A, B, C, or D water plant of which one year must bein aClass A, B, or
C water plant, and pass the written examination required by the Bureau

SOURCE: Miss. Code Ann. §21-27-205

Rule2.34. ClassD. The gpplicant must have graduated from an accredited high school or
possess an equivalent (GED), and the applicant must have at least one year of
experience in the same classfacility as being applied for or ahigher level. In
addition, the applicant must pass the written examination required by the Bureau.

SOURCE: Miss. Code Ann. §21-27-205

Rule2.35.  ClassE. The applicant must have graduated from an accredited high school, or
possess an equivalent (GED) and the applicant must have at least one year of
experience in the same classfacility as being applied for or ahigher level. In
addition, the applicant must pass the written examination required by the Bureau.

SOURCE: Miss. Code Ann. §21-27-205

Subchapter 4. General Qualificationsfor all Certified Waterwor ks Operators

Rule2.4.1.  Oneyear of therequired experience must be earned under the direct supervision of
acertified waterworks operator who holds a valid non-restricted certificate issued
by the Department at a class equivaent to or higher than that for which
certification is being requested. The year of supervison must be obtained in a
public water system of a class equivaent to or higher than the class certificate
being requested. The supervising operator must sign a certification statement
verifying the successful completion of the required period of supervision. In
addition, two Department certified waterworks operators, other than the operator
who provided this supervision, must sign a certification statement recommending
the applicant for certification. Under special circumstances, the Department may
waive the requirements of this section based upon written evidence of good cause.

SOURCE: Miss. Code Ann. §21-27-205
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Rule24.2.

To be dligible to serve as the certified operator for acommunity or non-transient
non-community public water system, an operator’ s principa residence must be no
more than fifty (50) miles from the system. Under special circumstances, an
operator may apply to the Bureau in writing for awaiver of the 50 mile
requirement.

DURCE: Miss. Code Ann. 821-27-205

Rule2.4.3.

An individual whose operator’ s license has been expired for 24 months or less
shdll be eligible to receive a new waterworks operator’ slicense at alevel no
higher than the license previously issued by the Bureau if he/she successfully
passes the written examination required by the Bureau. To be eligible to retake
the examination, the operator must comply with the provisions of Rule 4.1.5 of
this regulation. The provisions of Rule 2.3.1 of this regulation shall be waived for
applications received under this section. Operators whose license has been
expired more than 24 months must successfully pass the written examination
required by the Bureau and comply fully with the provisions of section 2.3.1.

DURCE: Miss. Code Ann. 821-27-205

Rule2.4.4.

Operators who have received special vocational training, such as special schools,
short courses, correspondence courses, etc., may be given credit for some portion
of the deficiency in their experience. Specia vocational training programs shall be
approved in writing and in advance of the training. Approval shall be at the
discretion of the Bureau. After a specific program of special vocationa training
has been approved, the Bureau shall award credit for experience using the
following criteria:

Eight (8) weeks of classroom instruction will be equivalent to one year
experience.

One week of on-the-job training will be equivalent to one week experience.

Specid vocationd training programs that have combinations of classroom
ingtruction and on-the-job training will be evaluated by first separating classroom
ingtruction from on-the-job training. Credit will be for experience on the basis of
the two previous criteria. The total credit awarded for the program will be the sum
of the two parts.

Each year of college successfully completed in engineering, biologica sciences,
mathematics, chemistry, or physicswill be consdered the equivalent of two (2)
years experience.

At least one year of water system experienceisrequired in all classes. Thisone
year of experience cannot be substituted by specia vocational training
programs or college education.
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SOURCE: Miss. Code Ann. §21-27-205

Subchapter 5. Application and Fees

Rule2.5.1.

1

Filing Application

Applicants for licensure as acertified waterworks operator shdll file an gpplication
with the Bureau on aform provided by the Bureau.

The Bureau will review the application and supporting documents, determine the
eigibility of the gpplicant, and issue a certificate when the gpplicant meetsthe
minimum requirements of the class requested.

SOURCE: Miss. Code Ann. 821-27-205

Rule 2.5.2.

Fees

A fee of fifty dollars ($50.00) shall be charged for initial certification or
reactivation of an expired certificate in any classification and must be paid to
the Bureau prior to actual issuance of the certificate.

A fee of thirty dollars ($30.00) shall be charged for the renewa of an active
certificate and must be paid to the Bureau prior to actual issuance of the
renewal certificate.

All application fees must be received within fifteen (15) days of being invoiced
by the Department. Application fees received after fifteen (15) days will be
returned to the applicant and the applicant must reapply to the Department for
certification or renewal.

SOURCE: Miss. Code Ann. §21-27-207
Subchapter 6. Examinations

Rule2.6.1.
1.

Written Examinations

The Bureau shall prepare written examinations to be used in determining
knowledge, ability, and judgment of operators.

Examinations shall be held at places and times set by the Bureau.

An individua who passes an examination must be certified within three (3) years
following the date the examination was taken. Otherwise, the individua will be
required to pass another written examination in order to be certified.

Examination papers will not be returned to the individuals.
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5.

To bedigibleto take awritten examination, anindividud must satisfactorily
demondrate to the Bureau that he/she has attended a Bureau sponsored waterworks
operators short course within the previous 12 months.

DURCE: Miss. Code Ann. 821-27-215

Rule2.6.2.

1.

Renewal of Waterworks Operator Certificate

Certificates may be renewed without examination. An application for renewal of
awaterworks operator’ s certificate of competency must be physically received by
the Bureau within thirty (30) days following the date the certificate expires. This
application must be accompanied by proof of completion of the continuing
education reguirements found in Rule 2.8.2. Upon approval of the renewal
application, the applicant will beinvoiced for the renewal fee of $30.00. The
Bureau must receive this renewal fee prior to issuing the new waterworks
operator’ s certificate of competency. Certified operatorswho file renewal
applications more than thirty (30) days after expiration of their certificate will be
denied renewal of their certificate and must pass the appropriate written
examination and apply for anew certificate.

Operators who have been continuously licensed by the Bureau less than nine (9)
years must complete at least forty-eight (48) hours of related continuing
education (CEUS) per three (3) year certificate renewal period with at least 12
hours of these CEUsin Bureau approved “ Regulation and Compliance” training
programs. Operators who have been continuously licensed by the Bureau for nine
(9) years or more are required to obtain 24 hours of CEUs in the three year
certificate renewal period with at least twelve (12) hours of these CEUsIin

Bureau approved “Regulation and Compliance” training programs. All
continuing education requirements must be met prior to the expiration date of the
certificate. These CEUs must be appropriate for the classification held by the
operator and may only be obtained by attending training sessions approved by the
Bureau. All training, correspondence courses, etc., shall be approved inwriting
and in advance of the training. Approval shall be strictly at the discretion of the
Bureau. Training will be evaluated by the Bureau on an hour for hour basis for
continuing education credit.

SOURCE: Miss. Code Ann. §21-27-207

Rule 2.6.3.

Mississippi Department of Environmental Quality approved wastewater
training programs will be awarded CEU credit by the Bureau at the rate of (1)
water CEU hour for every 2 wastewater CEU hours earned.

SOURCE: Miss. Code Ann. §21-27-207

Rule 2.6.4.

Each certified operator is responsible for maintaining all necessary recordsto

document the completion of the required hours of continuing education. Origina

documentation of the completion of the required continuing education must be
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submitted with the application for renewd of the operator’ s certificate of
competency. Copies of CEU certificates are not acceptable. Any waterworks
operator who isissued arestricted (grandfather) license by the Department after
May 2000, in order to qualify for renewal of thislicense, shdl attend a Department
sponsored short course during the 3 year restricted (grandfather) license period.
This short course must be at the level of classification of the water system or
higher.

SOURCE: Miss. Code Ann. §21-27-207

Subchapter 7. Certified Waterwor ks Operator Job Performance, Record K eeping and

Rule 2.7.1.
1

Reporting Requirements
Annual Reporting Requirements

Each certified waterworks operator and responsible officia shall sgn the certification
gatement on the Public Water System Annual Report for each public water system
for which he/she isthe designated certified waterworks operator in responsible charge
of the public water system as required by Mississippi State Law. If a public water
system failsto provide acompleted Public Water Sysem Annua Report to the
Bureau within 45 days of this Report being mailed to the water system by the Bureau,
the Department shall officially declare the public water system to be without a
certified waterworks operator and the water system shal bein violation of this
regulation and Mississippi State law.

Each certified waterworks operator, or his/her representative(s), shdl maintain an
approved Public Water System Operations Log Book documenting all activities
completed on the public water system where he serves asthe official certified
waterworks operator. Thislog book must be available for ingpection by Bureau staff.
The Public Water System Operations Log Book isthe property of the public water
system and must remain as part of the official records of the Public Water System.

SOURCE: Miss. Code Ann. §21-27-207

Rule2.7.2.

Job Performance: Each certified waterworks operator shall abide by the
current edition of the Minimum Job Performance Guidelines booklet published
by the Bureau of Public Water Supply. This booklet presents the minimum
duties and responsibilities for Department certified waterworks operators in the
State of Mississippi.

SOURCE: Miss. Code Ann. §21-27-207

Rule2.7.3.

Presence of Certified Waterwor ks Operator during Sanitary Surveysand
Ingpections: The certified waterworks operator for a public water system shall be
present for the conduct of sanitary surveys and inspections by Bureau staff when
requested by Bureau staff and when provided at least 24 hours notice of the survey
or ingpection. Under special circumstances, this requirement may be waived
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provided the certified operator arranges for someone to represent him/her during
the survey or inspection.

SOURCE: Miss. Code Ann. §21-27-207

Rule2.7.4. Waterworks Operator Licensure Waiver: The Director may waive any part
or parts of thisregulation if the Director determines that such waiver will not
potentially jeopardize public health.

SOURCE: Miss. Code Ann. §21-27-207

Subchapter 8. Sugpension and Revocation of Certificates. Criteriafor Sugpension or
Revocation of a Waterwor ks Operator’s Certificate

Rule2.8.1. A waterworks operator’s certificate of competency may be revoked or
suspended by the Department for just cause. Causes include, but are not
limited to, the following:

1. Fraud or deception;
2. Misfeasance, malfeasance or nonfeasance;

3. Violation of any provision of the “Mississippi Municipal and Domestic Water
and Wastewater System Operators Certification Law of 1986,” or any rule or
regulation of the Department promulgated there under;

4. Violation of any provision of the Federa Safe Drinking Water Act or the Mississppi
Safe Drinking Water Act; or any rule or regulation, federd or state, promulgated under
theselaws,

5. Failure to file any official reports required by the Department;

6. Failure to maintain all official records required by the Department;

7. Failure to respond to any official correspondence from the Department;

8. Falure to obey a lawful order of the Director or any duly appointed Administrative
Hearing Officer of the Department;

9. Failure to exercise reasonable care or judgment in the operation of a public

water supply or in the performance of official duties;

10. Failure to comply with the terms of a suspension of certificate issued by the
Department.

DURCE: Miss. Code Ann. §21-27-219
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Rule 2.8.2.

No certificate of competency will be suspended or revoked without notice to
the waterworks operator and an opportunity for a hearing. Hearings shall be
held in conformity with Sections 21-27-219 and 21-27-221 Mississippi Code
of 1972 Annotated.

SOURCE: Miss. Code Ann. 8821-27-219 and 21-27-221

Rule2.8.3.

Notwithstanding the requirement for a hearing, the Department may, if it determines
that public hedlth isthreatened, issue any such orders as are deemed necessary to
protect the public hedth, including, but not limited to, ordersto individual (s) to cease
all actions as a certified waterworks operator in the State of Mississippi.

SOURCE: Miss. Code Ann. §821-27-217 and 21-27-219

Subchapter 9. Enforcement and Appeals Procedures

Rule2.9.1.

Procedures: Enforcement and appeals shall be in accordance with the
Municipa and Domestic Water and Wastewater System Operator’ s
Certification Act of 1986.

SOURCE: Miss. Code Ann. §821-27-217 through 21-27-221
Chapter 3REGULATION GOVERNING FLUORIDATION OF COMMUNITY

WATER SUPPLIES

Subchapter 1 GENERAL PROVISIONS

Rule3.1.1

1.

Coverage

Thisregulation shall only apply to community water systems (CWS) serving a
population of at least two thousand (2,000).

Each CWS shal be required to acquire and install fluoridation treatment equipment
capable of maintaining fluoride levels within the optimal range as defined in this
regulation, and shall comply with all requirements of this regulation for the purpose
of protecting the dental hedlth of the citizens of this State. No System shall be
required to comply unless sufficient funds are identified by the Department,
whether by appropriation, capita outlay, grants or Smilar means or source of funds,
asavailableto that system for the cost of acquiring and installing fluoridation
equipment, and the cost of materia required to fluoridate said system for at least
one year from the date of initia ingtalation.

SOURCE: Miss. Code Ann. § 41-26-6

Rule 3.1.2 Definitions.



1 Adjuged fluoridated water system shall mean apublic water system that adjusts
the fluoride concentration in the drinking water to the optimal leve for consumption
(within the recommended control range).

2. Community Water System (CWS) shall mean any water system serving piped
water for human consumption to fifteen (15) or more individual service
connections used year-round by consumers or regularly serving twenty-five (25) or
more individual consumers year-round, including, but not limited to, any
collection, pretrestment, treatment, storage and/or distribution facilities or
equipment used primarily as part of, or in connection with such system, regardless
of whether or not such components are under the ownership or control of the operator
of such system.

3. Department shall mean the Mississippi State Department of Health.

4, Entry point shall mean alocation following one or more finished (fluoridated) water
sampling points but prior to the beginning of the distribution system of the public
water system.

5. Natural fluoride content shall mean the concentration of fluoridein
milligrams per liter (mg/L) that is present in the water source from naturally
occurring fluoride sources.

6. Optimal fluoridelevel in Mississippi shall mean the amount of fluoride in water
that isfound naturally or adjusted within arecommended control range of 0.7-1.3
parts per million fluoride (ppm) with the optimal fluoride level being 0.8 ppm.

7. Parts per million shall mean a unit of measurement that is equivalent to 1
milligram per liter (mg/L) where the density of the liquid measured is 1.0 gram
per cubic centimeter (the density of water is 1.0).

8. Public water system (CWS) means a system for the provision to the public of
water for human consumption through pipes or, after August 5, 1998, other
constructed conveyances, if such system has at least fifteen service connections or
regularly serves an average of at least twenty-five individuals daily at least 60
days out of the year.

9. Raw water isdefined aswater that has not been treated or had fluoride injected into
it by the CWS and that contains only naturally occurring levels of fluoride.

SOURCE: Miss. Code Ann. § 41-26-6

Subchapter 2 ADJUSTED FLUORIDATED WATER SYSTEM REQUIREMENTS

35



Rule3.2.1

Testing. : A minimum of three (3) water samples shall be taken by designated CWS
personnel on different days each week at all entry points and anayzed for fluoride
content. At least once each month at each entry point, designated CWS personnel
shall divide (split) one sample (hereinafter referred to asthe split sample) and have
one portion analyzed for fluoride by designated CW'S personnel and the other
portion analyzed by the Department’ s laboratory or a private lab certified by the
Department for fluoride testing.

SOURCE: Miss. Code Ann. § 41-26-6

Rule3.2.2

Verification. : Designated CWS personnel shall use water sample fluoride content
results to compare with a calculated fluoride dosage to verify fluoridation program
operation. The calculated dosage is defined as the cal culated amount of fluoride that
has been added to awater system. The calculation is based on the total amount of
fluoride (weight) that was added to the water system and the total amount of water
(volume) that was produced plus the naturally occurring fluoride at the source.

SOURCE: Miss. Code Ann. § 41-26-6

Subchapter 3 Optimal Fluoridation Requirements

Rule3.3.1
1.

Monitoring

The monthly average fluoride content of all water samples requested in section
101.01 shall have fluoride content within the optimal fluoride control range
defined in section 100.02.

The designated CWS personnel shall collect no less than 13 water samples per
month from each entry point for analysis for fluoride and at least 90% of
collected samples shall have fluoride content within the optimal fluoride
control range defined in section 100.02.

The split sample result determined through analysis by desgnated CWS personnel
shal agree with the result analyzed by the Department within arange of +/- 0.2 ppm
in at least nineof 12 months during the calendar year.

Designated CWS personnel shall submit areport of the results of required
water sample testing each month to the Department and shall include the type
of fluoride chemical used.

SOURCE: Miss. Code Ann. § 41-26-6

Rule 3.3.2

Quality Assurance
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1. MSDH Bureau of Water Supply will assess each system’s compliance with
this policy on amonthly basis and send letters to the Responsible Official and
Operator if the system is not compliant.

2. MSDH will prepare a compliance progress report on a monthly basis that will
be made available to interested parties.

3. Each CWS that complieswith the optimal fluoridation requirements during the
calendar year to the satisfaction of the Department shall be recognized by the
Department pursuant to its health promotion policies and guidelines.

SOURCE: Miss. Code Ann. § 41-26-6

Subchapter 4 Compliance
Rule3.4.1 Compliance

1. CWS that fluoridate shall list in the Consumer Confidence Report the number
of months in the previous calendar year that average sample results from a
certified laboratory were within the optimal range.

2. Each CWS that fluoridates shall list in the Consumer Confidence Report the
percentage of all samples collected in the previous calendar year that sample
results were within the optimal range.

SOURCE: Miss. Code Ann. § 41-26-6
Subchapter 5AUTHORITY TO REQUEST RAW WATER SAMPLE

Rule35.1  Verification. : The Department shall have the authority to request samples of the
CWSraw water source seasondly for fluoride content analysis at the
Department’ slaboratory.

SOURCE: Miss. Code Ann. § 41-26-6

Chapter 4 REGULATION GOVERNING DRINKING WATER QUALITY
ANALYSISFUND

Subchapter 1 General Provisions:

Rule4.1.1. Legal Authority. Thisregulation has been promulgated under the authority of
and pursuant to the Mississippi Safe Drinking Water Act of 1997 (Section 41-
26-1 through Section 41-26-101, Mississippi Code of 1972, Annotated).

SOURCE: Miss. Code Ann. 8§841-26-23

37



Subchapter 2 Assessment and Collection of Fees

Rule4.2.1.

Fees. The department annually shall assess and collect feesfor water quality
anaysisand related activities as required by the federal Safe Drinking Water Act,
as amended, which shall not exceed Two Dallars and Eighty Cents ($2.80) per
connection or Forty Thousand Dollars ($40,000.00) per system, whichever is less.
The department annually shall adopt by rule, in accordance with the
Administrative Procedures Law and following a public hearing, afee schedule to
cover al reasonable direct and indirect costs of water quality analysis and related
activities asrequired by the federa Safe Drinking Water Act, asamended. In
adopting a fee schedule, the department shall consider the recommendations of the
advisory committee created in this section, if those recommendations are made in
atimely manner as provided.

SOURCE: Miss. Code Ann. §841-26-23

Rule4.2.2.

Advisory Committee. An advisory committeeis created to study the program
needs and costs for the implementation of the water quality anaysis program and
to conduct an annual review of the needs and costs of administering that
program. The annual review shal include an independent recommendation on an
equitable fee schedule for the succeeding fiscal year. Each annual review report
shal be due to the department by May 1. The advisory committee shall consist of
one (1) member appointed by the Mississippi Rura Water Association, one (1)
member appointed by the Mississippi Municipal Association, one (1) member
appointed by the Mississippi Association of Supervisors and one (1) member
appointed by the Mississippi Water and Pollution Control Operators Association,
Inc.

SOURCE: Miss. Code Ann. §841-26-23

Rule4.2.3.

Paymentsand Penalties. All suppliers of water for which water quality analysis
and related activities as required by the federal Safe Drinking Water Act, as
amended, are performed by the State Department of Health shall pay the water
qudity analysis fee within forty-five (45) days following receipt of an invoice from
the department. In the discretion of the department, any supplier of water required
to pay the fee shall be liable for a penalty equal to a maximum of two (2) times the
amount of fees due and payable plus an amount necessary to reimburse the costs of
delinquent fee collection for failure to pay the fee within ninety (90) days
following the receipt of the invoice. Any person making sales to customers of
water for resdential, noncommercial or nonagricultural use and who recoversthe
fee required by this section or any portion thereof from any customer shall indicate
on each statement rendered to customers that these fees are for water quality
analyses required by the federal government under the Safe Drinking Water Act, as
amended.

SOURCE: Miss. Code Ann. 8§841-26-23
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